Arris SURFboard Cable Modem SB6183
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Figure1: SB6183 Front View

Table2. SB6183 Front Panel LED lcons

(b Not applicable — icon does not Green: Power is properly connected.
POWER blink.

ﬁ Scanning for a downstream Green: Non-bonded downstream channel
RECEVE (receive) channel connection. is connected.

Blue*: High-speed Internet connection
with bonded downstream channels.

é Scanning for an upstream (send) Green: Non-bonded upstream channel is

channel connection. connected.
SEND

Blue*: High-speed Internet connection
with bonded upstream channels.

Scanning for an Internet Green: Startup process completed.
ONLINE connection.

*Blue: Indicates DOCSIS 3.0 operation (high-speed Internet access) which may not be available
in all locations. Check with your service provider for availability in your area.

Rear Panel

Table 3.

Figure 2: 5B6183 Rear View

SB6183 Rear Panel Ports & Connectors
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ETHERNET

10/100/1000Base-T Ethernet port

® Green: LED is ON — Indicates a 1 Gb data connection is made

® Green: LED is Blinking - Indicates data traffic is in progress

B Amber: LED is ON — Indicates a 10/100 Mb data connection is made
® Amber: LED is Blinking — Indicates data traffic is in progress
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CABLE

Coaxial cable connector

POWER

+12VDC Power connector

“ WARNING! To avoid any damage to your SB6183, only use the
power supply provided in the box.




